
created to ORGANIZE and SUPPORT
ACCESSORIES

Because everyone has a role and everything has a place.

MODULAR SERVICES COMPANY Accessories

500 East Britton Road

Oklahoma City, OK 73114

PHONE 800.687.0938

FAX    405.528.0368

www.modularservices.com

Modular Services Company

DCN #70-1001 — Rev. 01/2014©2014 Modular Services Company  ALL RIGHTS RESERVED



what we do

Modular Services Company is a medical products design 

company with the ability to create, manufacture and 

service all of our unique products – Medical Headwalls, 

Footwalls, Sinkwalls, Fixed and Movable Columns, Movable 

Boom Systems, Critical Care Carts, Bed Dockers and more. 

With each of our products, we unite clinical function and 

innovative design to generate product solutions that increase 

productivity for the nursing staff, the architect and even 

the contractor. Ultimately, we help nurses provide care with 

greater efficiency. Modular Services Company is pioneering 

new territory in clinical design.

To view all products, CAD
drawings, installation

instructions and specifications,
please visit

www.modularservices.com



ACCESSORIES CREATED TO ORGANIZE

The products in this catalog are the ACCESSORIES needed to 

ORGANIZE and SUPPORT the everyday materials and equipment 

in your healing environment. These accessories make caring 

for your patients less chaotic and more productive, allowing 

you to eliminate clutter by placing the essential materials and 

equipment anywhere on the equipment management system. 

All of Modular Services Company’s headwalls, footwalls, 

sinkwalls, columns and booms have a horizontal channel or 

vertical track, making organization easy and convenient. This 

Modular organization takes the clutter out of your healing 

environment and supports clinical function. Happy Organizing.
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VERTICAL HEADWALL EXAMPLE HORIZONTAL HEADWALL EXAMPLE

Accessory Clinical Benefits
• System designed specifically for clinicians

• Easy to use

• Flexible placement of accessories

• Wide variety of clinical accessories

• Provides organization of essential products and equipment

• Monitor can be added on dual horizontal channels or on vertical 
track and placed where needed

• Use medical gas blocks to expand Oxygen and Air outlets

• Gas block will provide two gasses for each gas outlet; gas blocks can 
be moved from room to room

• Ergonomic placement

Accessory Facility Benefits
• Eliminates the need to attach medical products and devices to 

the wall

• Allows products and devices to be easily moved, rearranged and 
aligned at the proper level

• Saves time in preparing the room for use

HEADWALL & SINKWALL EXAMPLES

SINKWALL EXAMPLE



ACCESSORIESDRYWALL MOUNTING EXAMPLES
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   Vertical Track Adaptor 
The Vertical Track Adaptor quickly attaches at any location along the 
Vertical Track System. Adaptors do not require insertion slots in the 
tracks, which eliminates the need to move existing accessories to add 
another. The adaptor accepts all post mount accessories with 1/2" 
(12.7mm) posts. 

Mounting Options: Vertical Tracks.

Vertical Track Adaptor, 1/2" (12.7 mm) Socket 511-1000

DESCRIPTION STOCK NO.

   Provider™ Channel Adaptor
The standard Provider™ Channel Adaptor is used for mounting various 
1/2" diameter post mount accessories. The adaptor has a 1/2" (12.7mm) 
socket for post mount accessories.

Provider™ Channel Adaptor, 1/2" (12.7 mm) Socket 511-1009

DESCRIPTION STOCK NO.

Mounting Options: Provider™ Channel.

   Special Application Provider™ Channel 
   Adaptor
A special application universal type Provider™ Channel Adaptor with 
two #6-32 holes is available for customer-mounted devices.

Special Application Provider™ Channel 
Adaptor with two #6-32 holes

 
511-1008

DESCRIPTION STOCK NO.

Mounting Options: Provider™ Channel.
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 Drop-Down Shelf (channel mount)
The 10" x 12" Shelf folds up against the headwall by using a spring-loaded 
hinge when the shelf is not in use. The shelf has a capacity of 25 lbs.

Mounting Options: Mounts to Horizontal Channel with horizontal mounting hardware provided.

10" x 12" Drop-Down Shelf 512-1217

DESCRIPTION STOCK NO.

Writing Shelf, 1/2" Post Mount

Writing Shelf, 1/2" Post Mount

Writing Shelf, 1/2" Post Mount

Writing Shelf, 1/2" Post Mount

Writing Shelf, 1/2" Post Mount

19.75"

24.5"

29.25"

34"

20"

   Adjustable Writing Shelf (post mount)
The Adjustable Writing Shelf, 12" (305 mm) deep, can be used for 
charting or for bedside storage. The shelf has a capacity of 25 lbs., 
and has two 1/2" (12.7 mm) diameter post mounts. Shelf color is Surf.
Aluminum retainer rails are available upon request.

Mounting Options: 512-1202 through 512-1205 require (2) Vertical Track Adaptors 511-1000 
for mounting on vertical tracks of Flatwall units - will not fit horizontal Provider™ Channel 
applications. 512-1208 requires (2) Provider™ Channel Adaptors 511-1009.

DESCRIPTION STOCK NO.

512-1202

512-1203

512-1204

512-1205

512-1208

WIDTH 512-1208 shown here

   Swivel Shelf (track mount)
The track-mounted Swivel Shelf is an ideal movable work surface for 
patient charting or medical preparation. The shelf, with a capacity of 25 lbs., 
can be adjusted up and down or pivoted out of the way when not in use.

Mounting Options: Vertical Track (mounting hardware included).

Swivel Shelf, 12" x 20", Track Mount

Swivel Shelf, 12" x 12", Track Mount

512-1206

512-1207

DESCRIPTION STOCK NO.

512-1207 shown here
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 Flip-Down Swivel Shelf (track mount)
The track-mounted Flip-Down Swivel Shelf is an ideal movable work 
surface for patient charting or medical preparation. The shelf, with a 
capacity of 25 lbs., can be adjusted up and down, pivot from side to side, 
and the shelf top can be flipped vertically to store against the wall when 
not in use.

12" x 12" Flip-Down Swivel Shelf, Track Mount 512-1219

12" x 20" Flip-Down Swivel Shelf, Track Mount 512-1220

DESCRIPTION STOCK NO.

512-1219 shown here

   Storage Module (channel mount)

Storage Unit w/ 3 Drawers, Provider™ Channel 
Mounts included

Storage Unit, door/drawer, Provider™ Channel 
Mounts included

DESCRIPTION STOCK NO.

514-1605

514-1606

The Storage Module is used for storing nursing or patient items. The 
Storage Module mounts directly into the Provider™ Channel. Overall 
dimensions are 18" W x 16" D x 22" H, with an additional 6.25" (159mm) 
backsplash. Standard color of the unit is Formica Surf.

514-1605 shown here
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   Swivel Baskets (track mount) 
   4" Deep, 7" Deep or 13" Deep
These versatile storage baskets swivel out to provide convenient access 
to supplies. For sta� convenience in relocating and restocking, the 
baskets quickly detach from their swivel bracket without the use of tools. 
These baskets can be used with liners, standard plastic bags for trash 
disposal or as bedside storage units.

Mounting Options: Vertical Track.

Basket, with Swivel Bracket,  7" x 5" x 7" deep

Basket, with Swivel Bracket, 10" x 10" x 4"

Basket, with Swivel Bracket, 10" x 10" x 13"

Basket Only, 10" x 10" x 4"

Basket Only, 10" x 10" x 13"

Basket Only, 7" x 5" x 7"

Bracket Only, 4" Swivel

Bracket Only, 7" Swivel

Bracket Only, 13" Swivel

DESCRIPTION STOCK NO.

513-1435

513-1400

513-1405

513-1403

513-1406

513-1442

513-1404

513-1443

513-1407

513-1435 (top) and  513-1400 (bottom) shown here, 
both with Swivel Brackets.

513-1405 shown here, 13" Basket with Swivel Bracket.

   Swivel Basket Liners
Create organization within the healing environment by adding liners 
to swivel baskets.

Liner, 4 Sections, Clear Acrylic Fits 10" x 10" Basket

Liner, 3 Sections Fits 10" x 10" Basket

Liner, Clear Acrylic

DESCRIPTION STOCK NO.

513-1401

513-1402

513-1408
513-1401 shown here

513-1402 shown here
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   Storage Baskets (track mount)
These baskets are 3" deep, 5" from front to back and variable in width 
to accommodate various vertical flatwalls or columns.

Mounting Options: Two Vertical Tracks (mounting hardware included).

Basket, Small Item Storage, Track Mount 
for Headwalls and 5502 Columns

Basket, Small Item Storage, Track Mount 
for Headwalls

Basket, Small Item Storage, Track Mount 
for Headwalls

Basket, Small Item Storage, Track Mount 
for Headwalls

DESCRIPTION STOCK NO.

513-1410

513-1428

513-1429

513-1430

513-1410 shown here

WIDTH

24.5"

19.75"

29.25"

34"

   Storage Baskets (post mount)
Wire-formed, vinyl-coated baskets can be used for convenient storage 
of medical supplies and sta� protection products.  

Mounting Options: 513-1411, 513-1425 and 513-1453 require (2) Provider™ Channel Adaptors 
511-1009 with 1/2" diameter sockets. 517-2225 and 517-2226 require (1) Vertical Track Adaptor 
511-1000 or (1) Provider™ Channel Adaptor 511-1009, each with 1/2" diameter socket.

Storage Basket, 24.5" x 5" x 3", 1/2" Diameter, 
Post Mount

DESCRIPTION STOCK NO.

513-1411

513-1411 shown here

517-2226 shown here

513-1425 shown here

Storage Basket, 18" x 9" x 7", 1/2" Diameter, Post Mount 513-1425

Storage Basket, 10" x 10" x 4", 1/2" Diameter, Post Mount 513-1453

Small Basket with Aneroid Manometer attachment 
(manometer not included), 7" x 5" x 7", Post Mount

517-2225

Basket only, 7" x 5" x 7", Post Mount 517-2226

517-2225 shown here
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Guard Bar with Storage Basket, Track 
Mount, for Headwalls and 5502 
Freestanding Columns

Guard Bar with Storage Basket, Track 
Mount, for Headwalls

Guard Bar with Storage Basket, Track 
Mount, for Headwalls

Guard Bar with Storage Basket, Track 
Mount, for Headwalls

Guard Bar with Storage Basket, Track 
Mount, for Headwalls – Standard Profile

Guard Bar Only, for Headwalls and 
5502 Columns

Guard Bar Only, for Headwalls

Guard Bar Only, for Headwalls

Guard Bar Only, for Headwalls

Guard Bar Only, for Headwalls

Basket Only, 24.5" x 9" x 7"

Basket Only, 19.75" x 9" x 7"

Basket Only, 29.25" x 9" x 7"

Basket Only, 34" x 9" x 7"

Basket Only, 9.75" x 9" x 7"

Basket Dividers (2 ea.)

DESCRIPTION STOCK NO.

513-1413

513-1414

513-1415

WIDTH

   Vacuum Bottle Baskets and Guard Bars 
   (track mount)
Vacuum bottle baskets and guard bars can be used for storage and/or 
protection of vacuum bottles or other medical supplies. Baskets measure 
7" deep and 9" from front to back. Widths vary as indicated below.  
Dividers are not included and must be ordered separately.  

Mounting Options: Two Vertical Tracks (mounting hardware included).

513-1444 shown here

19.75"

29.25"

34"

19.75"

29.25"

34"

9.75"

24.5"

19.75"

29.25"

34"

9.75"

9" length

513-1418

513-1419

513-1420

513-1445

513-1421

513-1422

513-1423

513-1424

513-1446

513-1416

24.5"

9.75"

24.5"

513-1417

513-1412

513-1444
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   Supply Clips

Supply Clip, Quad, Track Mount

Supply Clip, Dual, Track Mount

Supply Clip, Dual, Channel Mount 

Supply Clip, Quad, Channel Mount

DESCRIPTION STOCK NO.

514-1600

514-1633

Supply Clip, Single, Track Mount 514-1601

514-1610

514-1611

Track or Channel mounted supply clips provide ready access to sterile 
packed medical supplies. The clips mount directly into the Provider™ 
Channel or the Vertical Track.

NOTE: Clip spacing is 5" for vertical and 2" or 5" for horizontal.

514-1610 shown here

514-1600 shown here

   Storage Baskets (channel mount)
Wire-formed, vinyl-coated baskets can be used for convenient storage of 
medical supplies and sta� protection products. Mounts directly into the 
Provider™ Channel with the use of the wire-formed channel adaptors.

Mounting Options: Wire-formed Provider™ Channel Adaptors included for easy installation, 
removal or repositioning.

Storage Basket, 24.5" x 5" x 3", Channel Mount

Storage Basket, 14" x 5.5" x 7", Channel Mount

Storage Basket, 18" x 9" x 7", Channel Mount

DESCRIPTION STOCK NO.

513-1431

513-1432

513-1433
513-1432 shown here

Small Basket, 7" x 5" x 7", Channel Mount 513-1434

Storage Basket, 10" x 10" x 4", Channel Mount 513-1436
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Dual Tubing Clip, Channel Mount

Dual Tubing Clip, Track Mount

DESCRIPTION STOCK NO.

514-1608

514-1625

Single Tubing Clip, Channel Mount 514-1630

   Tubing Clip
The Tubing Clip provides routing and organization of bedside tubing 
or cables. The clip mounts directly into the Provider™ Channel or the 
Vertical Track.

514-1608 shown here

   Utility Clip
The Utility Clip provides storage for sphygmomanometer cu�s, disposable 
or miscellaneous equipment items. The clip mounts directly into the 
Provider™ Channel or is post mounted in the the Vertical Track.

Mounting Options: Post Mount requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009, each with 1/2" diameter socket.

Utility Clip, Channel Mount

DESCRIPTION STOCK NO.

514-1609

Utility Clip, Post Mount 514-1631

514-1609 shown here 514-1631 shown here

Chart Holder, Provider™ Channel Mount included

DESCRIPTION STOCK NO.

514-1607

   Chart Holder (channel mount)
The Chart Holder keeps patient information within reach. The Holder 
mounts directly into the Provider™ Channel. Dimensions: 15.75" x 7" deep 
(400 x 178mm).



MODULAR | SERVICES COMPANY

ACCESSORIES

www.modularservices.com0908 09

Manual Resuscitation Holder, Provider™ Channel 
Mount included

Manual Resuscitation Holder, Post Mount 
Requires (1) Vertical Track Adaptor 511-1000

DESCRIPTION STOCK NO.

514-1612

514-1614

   Manual Resuscitation Holder
The Manual Resuscitation Holder stores a resuscitator bag within easy 
reach of the medical sta�. The holder mounts directly into the Provider™ 
Channel or is post mounted in the Vertical Track.

514-1612 shown here

Glove Box Holder (2-box), Channel Mount 
(adaptor included)

Glove Box Holder (3-box), Post Mount 
Requires (2) Provider™ Channel Adaptors 511-1009

DESCRIPTION STOCK NO.

514-1616

514-1637

Glove Box Holder (3-box), Post Mount 
Requires (2) Vertical Track Adaptors 511-1000 514-1641

Glove Box Holder (2-box), Track Mount 
(adaptors included) 514-1620

   Glove Box Holder
The Glove Box Holders are designed to accommodate up to three boxes 
of gloves.

514-1637 shown here

Glove Box Holder (1-Box), Channel Mount 
(adaptor included)

514-1617

Glove Box Holder (1-Box), Track Mount 
(adaptor included)

514-1628

514-1616 shown here

Marker Box Holder, Post Mount

DESCRIPTION STOCK NO.

514-1626

Marker Box Holder, Channel Mount 514-1627

   Small Container for Markers
Convenient storage for markers and other small items.

514-1627 shown here

Mounting Options: Mounts to Horizontal channel with horizontal mounting hardware provided.
Post Mount requires (1) Vertical Track Adaptor 511-1000.

514-1627 shown here
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Container Mounting Bracket Assembly, Post Mount

DESCRIPTION STOCK NO.

513-1441

   Container Mounting Bracket Assembly 
   (post mount)
The Container Mounting Bracket Assembly can hold Sharps Containers, 
Small Wastebaskets and other small boxes or containers, and can be 
located on the Vertical Track or Provider™ Channel using the appropriate 
adaptor. The Velcro® strap can be placed in two locations to adjust for 
various container heights. One post is provided and can be located on 
either side for pivoting requirements.

Mounting Options:  Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009, each with 1/2" diameter socket.

Shown with Sharps 
Container (provided by 
others)

Container Holder, Wall Mount

DESCRIPTION STOCK NO.

514-1632

Container Holder, Post Mount 514-1634

   Container Holder
Available in wall or post mount versions. Powder-coated aluminum. 
Container not included.

514-1632 shown here

Mounting Options:  Post Mount requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009, each with 1/2" diameter socket.
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DESCRIPTION STOCK NO.

   Soap Dispenser and Hand Sanitizer 
   Bracket

Soap Dispenser and Hand Sanitizer Mounting 
Bracket, Channel Mount

519-2553

Soap Dispenser and Hand Sanitizer Mounting 
Bracket, Post Mount

519-2541

The Soap Dispenser and Hand Sanitizer Bracket allows the soap or hand 
sanitizer dispenser to be conveniently located, adding to the cleanliness 
and organization of each patient room.

NOTE:  For no-touch or push-type dispensers ONLY.

519-2553 shown here

Please consult a Modular Services sales rep to 
determine placement of channel on the wall.

Mounting Options:  Post Mount requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009, each with 1/2" diameter socket.

DESCRIPTION STOCK NO.

   Paper Towel Mounting Bracket
   For Provider™ Channel System

Paper Towel Dispenser Mounting Bracket
for wall mount Provider™ Channel

519-2542

The Paper Towel Mounting Bracket, made specifically for the Drywall 
Provider™ Channel System, allows the paper towel dispenser to be located 
on a horizontal channel, adding to the cleanliness and organization of 
each patient room.

NOTE:  For no-touch or pull-down dispensers ONLY.

Please consult a Modular Services sales rep to 
determine placement of channel on the wall.
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DESCRIPTION STOCK NO.

   Equipment Mounting Posts (post mount)
Equipment mounting posts can be used for any lightweight pole-mounting 
device such as infusion pumps, transducers, etc.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009.

Equipment Post, Straight

Equipment Post, O�set

Equipment Post, O�set

Equipment Post, Straight

Equipment Post, O�set

516-2000

516-2001

516-2002

516-2003

516-2004

A

B

C

D

E

REF. DIAMETER LENGTH

1"

1"

1/2"

1"

1"

10"

6"

3"

6"

10"

A E B C

DESCRIPTION STOCK NO.

   Power Cord Management Accessory 
   for IV Pole
This accessory enables power cords to be organized on the IV pole 
instead of laying on the floor or tangled around pumps.

Mounting Options: Accessory mounts to standard IV pole.

Power Cord Management Accessory for IV Pole 516-2019

DESCRIPTION STOCK NO.

Cord Management Mount, Post Mount, 
with 1/2" Diameter Post

Cord Management Mount, Provider™ Channel Mount 
included

514-1623

514-1624

   Cord Management
Provides cord management, allowing for a more organized work area.

Mounting Options: Post Mount requires (1) Vertical Track Adaptor 511-1000.

514-1624 shown here
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DESCRIPTION STOCK NO.

   Infusion Pump Mount (post mount)
The Infusion Pump Mount allows for the attachment of one or more 
infusion pumps or other pole-mounted equipment. Horizontal support 
arms adjust along the length of the 1" diameter vertical pole to allow for 
various equipment size requirements. The maximum length of the vertical 
pole is 28" between horizontal arms, and the IV tree extends 28" above 
the tightening knob. Weight capacity is 75 lbs.

Mounting Options: Requires (2) Vertical Track Adaptors 511-1000 or (2) Provider™ Channel 
Adaptors 511-1009.

Infusion Pump Mount, Post Mount with 1/2" 
Diameter Straight Posts 516-2017

CAUTION
1. Read manufacturer’s instructions
2. Keep clear of all other equipment
    and devices
3. Do not modify this device

DESCRIPTION STOCK NO.

   IV Trees (post mount)
IV Trees can be used in conjunction with any 1/2" post mount adaptor, 
rail bracket or channel bracket.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009.

IV Tree, Horizontal, Post Mount

IV Tree, Vertical, Post Mount

516-2009

516-2010

A

B

REF.

A

B
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DESCRIPTION STOCK NO.

   Mounting Bracket Assembly for
   Welch Allyn Aneroid Manometer
   #7670-01 (post mount)
Mounting bracket assembly including Welch Allyn Aneroid Manometer for 
attachment to Vertical Tracks or Provider™ Channels using the appropriate 
adaptors. The bracket assembly is also available independent of the 
manometer for use on those existing within your facility.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009, each with 1/2" diameter socket.

Bracket Assembly with #7670-01 Welch Allyn 
Aneroid Manometer, Post Mount

Bracket only for #7670-01 Welch Allyn Aneroid 
Manometer, Post Mount

517-2220

517-2221

517-2221 shown here517-2220 shown here

DESCRIPTION STOCK NO.

   Mounting Bracket Assembly for 
   Welch Allyn SureTemp® #1692-300 
   Thermometer (post mount)
The bracket assembly allows the SureTemp® Plus Thermometer Wall 
Holder to be located on the Vertical Track or Provider™ Channel using 
the appropriate adaptor.

Mounting Options: (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel Adaptor 511-1009, 
each with 1/2" diameter socket.

Mounting Bracket Assembly Only for Welch Allyn 
SureTemp® #1692-300 Thermometer, Post Mount

517-2222

   Bair Paw Mounting Bracket (post mount)
The bracket assembly allows the Bair Paw to be located on the Vertical 
Track or Provider™ Channel using the appropriate adaptor.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel Adaptor 
511-1009, each with 1/2" diameter socket.

Bair Paw Mounting Bracket, Post Mount 511-1015

DESCRIPTION STOCK NO.
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DESCRIPTION STOCK NO.

   Ergotron Wall Mount Scanner Holder 
   (post mount)

Mounting Options: (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel Adaptor 511-1009, 
each with 1/2" diameter socket.

Ergotron Wall Mount Scanner Holder, Post Mount 519-2549

The bracket assembly allows the Ergotron Wall Mount Scanner to be 
located on the Vertical Track or Provider™ Channel using the appropriate 
adaptor.

DESCRIPTION STOCK NO.

   Exergen Tip Dispenser Bracket
   (post mount)

Mounting Options: (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel Adaptor 511-1009, 
each with 1/2" diameter socket.

Exergen Tip Dispenser bracket for #134201, 
Post Mount

519-2548

The bracket assembly allows the Exergen Tip unit to be located on the 
Vertical Track or Provider™ Channel using the appropriate adaptor.

   Bar Code Scanner Bracket

Mounting Options: Post Mount requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009, each with 1/2" diameter socket.

The bracket assembly allows the Bar Code Scanner to be located on the 
Vertical Track or Provider™ Channel using the appropriate adaptor.

Bar Code Scanner Bracket COMDEX LMM 3, 
Channel Mount

DESCRIPTION STOCK NO.

519-2531

Bar Code Scanner Bracket COMDEX LMM 3, 
Post Mount

519-2532

519-2532 shown here
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DESCRIPTION STOCK NO.

   Mounting Bracket Assembly (post mount)
   For Welch Allyn Diagnostic Products

The bracket assembly allows Welch Allyn diagnostic devices to be 
located on the Vertical Track or Provider™ Channel using the appropriate 
adaptor. Independent accessories require separate brackets.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009, each with 1/2" diameter socket.

Bracket Assembly for Welch Allyn 767 and 777
Series Ophthalmoscope, Post Mount

530-4524

Bracket Assembly for Welch Allyn 74710 Series
Otoscope, Post Mount

530-4527
530-4527 shown here

530-4524 shown here

   Mounting Bracket Assembly for 
   Welch Allyn SureTemp® Plus M690
   (post mount)
The bracket assembly allows the Welch Allyn SureTemp® Plus M690 
to be located on the Vertical Track or Provider™ Channel using the 
appropriate adaptor.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Bracket 511-1009.

Mounting Bracket Assembly for WA SureTemp® Plus 
M690, Post Mount

DESCRIPTION STOCK NO.

519-2550

DESCRIPTION STOCK NO.

   Mounting Bracket Assembly for
   Welch Allyn Diatek #600 Thermometer
   (post mount)
The bracket assembly allows the Diatek thermometer to be located on 
the Vertical Track or Provider™ Channel using the appropriate adaptor.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009, each with 1/2" diameter socket.

Mounting Bracket Assembly Only for Welch 
Allyn Diatek #600 Thermometer, Post Mount 530-4523

Thermometer not included.
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DESCRIPTION STOCK NO.

   Mounting Bracket Assembly for
   Welch Allyn KleenSpec® 767 Series 
   Otoscope Specula Dispenser (post mount)
The bracket assembly provides a mounting location along the Vertical 
Track or Provider™ Channel for the Welch Allyn 767 series Otoscope 
Specula Dispenser.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009, each with 1/2" diameter socket.

Bracket Assembly Only for Welch Allyn 767 Series 
Otoscope Specula Dispenser, Post Mount 530-4525

Otoscope not included

   Med-Pat Phone Mounting Bracket
The bracket assembly allows the Med-Pat Phone to be located on the 
Vertical Track or Provider™ Channel of the headwall. Bed rail version 
allows the phone to hang on the bed rail for easy reach.

Mounting Options: 519-2539 requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009, each with 1/2" diameter socket.

DESCRIPTION STOCK NO.

Med-Pat Phone Mounting Bracket, Post Mount 519-2539

Med-Pat Phone Mounting Bracket (bed rail) 519-2558

519-2539 shown here

   VESA Mount (post mount)
The bracket allows the VESA (Video Electronics Standards Association) 
Mount for flat panel TVs, monitors or other displays to be located on the 
Vertical Track or Provider™ Channel using the appropriate adaptor. 
This bracket has a capacity of 20 lbs.

Mounting Options: Requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ Channel 
Adaptor 511-1009, each with 1/2" diameter socket.

VESA Mount, Post Mount

DESCRIPTION STOCK NO.

512-1222
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DESCRIPTION STOCK NO.

   Monitor Channel
The Monitor Channel is designed to hold any GCX accessory on a Horizontal 
Channel or Vertical Track. The bracket allows the monitoring equipment to 
be located between the horizontal channels of Modular's horizontal headwall 
units or on the Vertical Track. Maximum load rating of 50 lbs/50 ft-lbs.

NOTE (track mount): Recommended for use in Modular brand vertical 
track only. Extended Profile™ with integrated monitor channel may be 
needed to mount a Physiological Monitor. A second 518-2315 will be 
required to mount a CPU to the headwall.

Monitor Channel and Bracket, 3 Tier, Channel Mount

Monitor Channel only, 2 Tier, Channel Mount

518-2301

518-2302

Mounting Accessory for Patient Charting
Stations (track mount)

518-2315

518-2302 shown here 518-2315 shown here

Mounting Options: 518-2315 mounts to a Vertical Track; mounting hardware provided. See 
518-2315 product specifications for more technical details.

DESCRIPTION STOCK NO.

   Vacuum Bottle Slide
Vacuum Bottle Slides are used to hold items such as suction canisters 
and other secondary equipment. The Vacuum Bottle Slide is available in 
a straight 1/2" diameter post, an o�set 1/2" diameter post, or a channel 
mount style. 

Mounting Options: Post Mount requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009.

Vacuum Bottle Slide, Post Mount, 1/2" Diameter 
Straight Post

Vacuum Bottle Slide, Post Mount, 1/2" Diameter 
O�set Post

Vacuum Bottle Slide, Channel Mount

520-2700

520-2701

520-2703

520-2700 shown here 520-2703 shown here
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DESCRIPTION STOCK NO.

   Blender Bracket
The Blender Bracket is used to mount air and oxygen blenders. The Blender 
Bracket has a 5/16" x 1.75" x 3" slot and mounts onto the Provider™ Channel 
Adaptor or to a 1/2" diameter post for Vertical Track applications.

Mounting Options: Post Mount requires (1) Vertical Track Adaptor 511-1000 or (1) Provider™ 
Channel Adaptor 511-1009. Channel Mount 520-2704 is ready to use with the blender bracket 
directly mounted to the Provider™ Channel.

Blender Bracket, Channel Mount

Blender Bracket, Post Mount

520-2704

520-2706

520-2704 shown here

520-2706 shown here

DESCRIPTION STOCK NO.

530-4508

530-4509

530-4510

530-4511

530-4512

530-4513

2' (609mm) Provider™ Channel, Wall Mount

3' (914mm) Provider™ Channel, Wall Mount

4' (1219mm) Provider™ Channel, Wall Mount

6' (1828mm) Provider™ Channel, Wall Mount

8' (2438mm) Provider™ Channel, Wall Mount

10' (3048mm) Provider™ Channel, Wall Mount

   Provider™ Channel System
The Provider™ Channel System is a complete wall mounted equipment 
storage system. Installed at each patient location, it provides ready access 
to commonly used equipment such as suction regulators, flowmeters, 
exam lights, shelves and collection bottles. The channel system 
accommodates a wide variety of snap-in adaptors which interface with 
various types of equipment. The channel is permanently attached to the 
wall in the vicinity of the medical gas outlets. The smooth, unobstructed 
design of the channel facilitates easy cleaning. Each channel includes 
aluminum mounting bars which are field-attached to the building structure 
by the customer. These channels are available in a variety of lengths and 
can be modified in the field due to jobsite conditions, if required.

Features:
- Organizes patient area, providing ready access to commonly used equipment
- Designed for easy installation
- Constructed of attractive, easy-to-clean anodized aluminum
- Compatible with our full line of Provider™ accessories
- System flexibility accommodates the continually changing needs of healthcare facilities  
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DESCRIPTION SIZE STOCK NO.

   Provider™ Channel (track mount)

Mounting Options: Mounting hardware included.

Provider™ Channel, Track Mount

Provider™ Channel, Track Mount

Provider™ Channel, Track Mount

Provider™ Channel, Track Mount

530-4515

530-4516

530-4517

Provider™ Channel, Track Mount 530-4518

Provider™ Channel, Track Mount 530-4519

530-4520

*8.5" (216mm)

19.75" (502mm)

*24.5" (622mm)

29.25" (743mm)

34" (864mm)

38.75" (984mm)

*Standard 5502 columns use 8.5" (216mm) channels on the 
side and 24.5" (622mm) channels on the front or back. All 
other dimensions equal the width of the headwall.

Designed for mounting to vertical headwalls or columns, the Provider™ 
Channel is an equipment storage system that provides ready access to 
commonly used equipment.

DESCRIPTION STOCK NO.

8' Vertical Track System, Set of 2, Wall Mount

   Vertical Track System
The Wall Mounted Vertical Track System is a complete wall mounted 
equipment storage system. Installed at each patient location, it provides 
ready access to commonly used equipment such as exam lights, shelves 
and collection bottles. The track system accommodates a wide variety of 
snap-in adaptors which interface with various accessories. The vertical track 
is permanently attached to the wall in the vicinity of the medical gas outlets. 
The smooth, unobstructed design of the track facilitates easy cleaning. 
Each track includes aluminum mounting bars which are field-attached to 
the building structure by the customer. The tracks are 8' in length and come 
as a set of two. The length can be modified in the field due to jobsite 
conditions, if required.

Features:
- Easy access to equipment positioned at bedside
- Safe, vertical design eliminates equipment over the bed
- Designed for easy installation
- Constructed of attractive, easy-to-clean anodized aluminum
- Compatible with our full line of Vertical Track accessories
- System flexibility accommodates the continually changing needs of healthcare facilities

530-4522
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DESCRIPTION STOCK NO.

Geometric (Puritan Bennett) Style Quick Connect

DISS Threaded Style 

Latch-Key (Chemetron) Style Quick Connect

Diamond (Medaes/Ohmeda) Style Quick Connect

526-3769

526-3770

526-3771

526-3772

   Medical Air Flowmeter (for wall outlets)
Standard Flowmeter provides accurate flow measurement and control 
within a range of 1-15 liters per minute and is suitable for use in many 
respiratory therapy applications. Flow tube includes a floating ball and 
graduated scale for flow measurements with a supply pressure of 50 psi. 
Flowmeter includes the connecting adaptor to match the supply outlets 
being used (standard available selections are listed below) and the 
bottom of the flowmeter includes an O2 DISS fitting with a tubing nipple, 
nut and gland.

Mounting Options: Connects to any standard wall or console outlet with the appropriate 
adaptor (Ohmeda Diamond adaptor shown in photo).

526-3771 shown here

DESCRIPTION STOCK NO.

Diamond (Medaes/Ohmeda) Style Quick Connect

DISS Threaded Style

Latch-Key (Chemetron) Style Quick Connect

Geometric (Puritan Bennett) Style Quick Connect

524-3371

524-3372

524-3373

524-3374

   Oxygen Flowmeter (for wall outlets)
Standard Flowmeter provides accurate flow measurement and control 
within a range of 1-15 liters per minute and is suitable for use in many 
respiratory therapy applications. Flow tube includes a floating ball and 
graduated scale for flow measurements with a supply outlet being used 
(standard available selections are listed below). The bottom of the 
flowmeter includes an O2 DISS fitting with a tubing nipple, nut and gland.

Mounting Options: Connects to any standard wall or console outlet with the appropriate 
adaptor (Ohmeda Diamond adaptor shown in photo).

524-3373 shown here
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DESCRIPTION STOCK NO.

DISS Threaded Style

Puritan Bennett Style Quick Connect

Chemetron Style Quick Connect

Ohmeda Diamond Style Quick Connect 224-2955

224-2956

224-2957

224-2958

   Ohio Standard 3-Mode Continuous 
   Suction Regulator (for wall outlets)
Ohmeda Medical’s Continuous Vacuum Regulator provides regulated 
continuous suction for tracheal and pharyngeal airway management, 
surgical procedures, trauma suctioning and continuous nasogastric 
drainage. Suction Regulator includes the connecting adaptor to match 
the supply outlets being used (standard available selections are listed 
below) and a tubing nipple connection at the bottom.

Mounting Options: Connects to any standard wall or console outlet with the appropriate 
adaptor (Ohmeda Diamond adaptor shown in photo).

224-2955 shown here

DESCRIPTION STOCK NO.

DISS Threaded Style

251-2965

251-2966

251-2967

251-2968

   Ohio Intermittent Suction Unit – ISU 
   (for wall outlets)
Ohmeda Medical’s Intermittent Suction Unit provides the versatility of 
an intermittent mode for nasogastric drainage and a continuous mode 
for tracheal, pharyngeal or surgical suctioning. Suction Regulator 
includes the connecting adaptor to match the supply outlets being used 
(standard available selections are listed below) and a tubing nipple 
connection at the bottom.

Mounting Options: Connects to any standard wall or console outlet with the appropriate 
adaptor (Ohmeda Diamond adaptor shown in photo).

251-2965 shown here

Puritan Bennett Style Quick Connect

Chemetron Style Quick Connect

Ohmeda Diamond Style Quick Connect
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   Medical Gas Blocks (channel mount)
Gas block includes: Gas-specific male DISS supply fitting (bottom) to be 
connected to source outlet via hose assembly, ordered separately. Side 
and front fittings are optional as indicated below.

NOTE:  Location typical.

524-3309 shown here526-3708 shown here

526-3723 shown here

524-3325 shown here

ABBREVIATIONS:
DISS / Diameter Index Safety System
NPT / National Pipe Thread
PO / Power Outlet

PORT / 1/4" NPT Female Port with Male Plug
QCC / Quick Connect Check Assembly

1/8" N.P.T.-M
1/8" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-F
1/4" N.P.T.-F
Diamond-QCC
Diamond-QCC
Latch Key-QCC
Latch Key-QCC
Geometric-QCC
Geometric-QCC
OXEQUIP-QCC
OXEQUIP-QCC
DISS-M-CHECK
DISS-M-CHECK

PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS

524-3303
524-3304
524-3305
524-3306
524-3307
524-3308
524-3309
524-3310
524-3311
524-3312
524-3313
524-3314
524-3315
524-3316
524-3317
524-3318

PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS

526-3707
526-3708
526-3709
526-3710
526-3711
526-3712
526-3713
526-3714
526-3715
526-3716
526-3717
526-3718
526-3719
526-3720
526-3721
526-3722

1/8" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-F
Diamond-QCC
Latch Key-QCC
Geometric-QCC
OXEQUIP-QCC
DISS-M-CHECK

PORT
PORT
PORT
PORT
PORT
PORT
PORT
PORT

522-2903
522-2904
522-2905
522-2906
522-2907
522-2908
522-2909
522-2910

OXYGEN AIR VACUUM
FRONT SIDE STOCK # FRONT SIDE STOCK # FRONT SIDE STOCK #

Medical Gas Blocks – SINGLE

1/8" N.P.T.-M
1/8" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-F
1/4" N.P.T.-F
Diamond-QCC
Diamond-QCC
Latch Key-QCC
Latch Key-QCC
Geometric-QCC
Geometric-QCC
OXEQUIP-QCC
OXEQUIP-QCC
DISS-M-CHECK
DISS-M-CHECK

STOCK #

524-3319
524-3320
524-3321
524-3322
524-3323
524-3324
524-3325
524-3326
524-3327
524-3328
524-3329
524-3330
524-3331
524-3332
524-3333
524-3334

526-3723
526-3724
526-3725
526-3726
526-3727
526-3728
526-3729
526-3730
526-3731
526-3732
526-3733
526-3734
526-3735
526-3736
526-3737
526-3738

522-2911
522-2912
522-2913
522-2914
522-2915
522-2916
522-2917
522-2918

1/8" N.P.T.-M
1/8" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-F
1/4" N.P.T.-F
Diamond-QCC
Diamond-QCC
Latch Key-QCC
Latch Key-QCC
Geometric-QCC
Geometric-QCC
OXEQUIP-QCC
OXEQUIP-QCC
DISS-M-CHECK
DISS-M-CHECK

PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS

PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS
PORT
PO DISS

1/8" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-F
Diamond-QCC
Latch Key-QCC
Geometric-QCC
OXEQUIP-QCC
DISS-M-CHECK

PORT
PORT
PORT
PORT
PORT
PORT
PORT
PORT

OXYGEN AIR VACUUM
FRONT SIDE STOCK # FRONT SIDE STOCK # FRONT SIDE STOCK #

Medical Gas Blocks – DOUBLE

1/8" N.P.T.-M
1/8" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-M
1/4" N.P.T.-F
1/4" N.P.T.-F
Diamond-QCC
Diamond-QCC
Latch Key-QCC
Latch Key-QCC
Geometric-QCC
Geometric-QCC
OXEQUIP-QCC
OXEQUIP-QCC
DISS-M-CHECK
DISS-M-CHECK
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   18" Hose Assemblies for Medical 
   Gas Blocks 
Hose assemblies are color-coded and include a female DISS fitting on one 
end for connection to the Medical Gas Block assembly. The supply fitting 
is a 90° gas- and outlet-specific fitting as indicated below.

DESCRIPTION STOCK NO.

Diamond
Latch Key
Geometric
Oxequip
DISS

524-3343
524-3344
524-3345
524-3346
524-3347

OXYGEN

DESCRIPTION STOCK NO.

526-3747
526-3748
526-3749
526-3750
526-3751

AIR

Diamond
Latch Key
Geometric
Oxequip
DISS

DESCRIPTION STOCK NO.

522-2931
522-2932
522-2933
522-2934
522-2935

VACUUM

Diamond
Latch Key
Geometric
Oxequip
DISS

524-3347 shown here

   Flowmeter Blocks (channel mount)
Each block includes: A gas-specific male DISS supply fitting to be 
connected to the source outlet via hose assembly, ordered separately. 
Optional male DISS power outlets are available as indicated below.

FRONT STOCK NO.

0-15 L/MIN
0-15 L/MIN

524-3358
524-3359

SINGLE

SIDE

PORT
PO DISS

OXYGEN FLOWMETER

FRONT STOCK NO.

0-15 L/MIN 02 Fitting
0-15 L/MIN 02 Fitting

526-3757
526-3758

SIDE

PORT
PO PORT

AIR FLOWMETER

0-15 L/MIN 02 Fitting
0-15 L/MIN 02 Fitting

FRONT STOCK NO.

0-15 L/MIN
0-15 L/MIN

524-3360
524-3361

DUPLEX

SIDE

PORT
PO DISS

OXYGEN FLOWMETER

FRONT STOCK NO.

526-3759
526-3760

SIDE

PORT
PO PORT

AIR FLOWMETER

524-3358 shown here

524-3361 shown here
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Disclaimer — Accessory Installation and Management

Failure to heed warnings can pose a significant threat to patients and other personnel.

Particular care should be given to the installation location of accessories in relation to adjustable bed heights and to other adjacent equipment. 
Unplanned contact with adjacent equipment can result in equipment being damaged, dislodged or malfunctioning and can cause serious 
injury or death.

The actual installation, maintenance and periodic inspections of accessories are beyond the control of Modular Services Company, and it 
is the responsibility of the facility to determine the integrity of any and all mounting surfaces, the appropriateness and placement of any 
fasteners used in the installation, and the suitability of the accessory for its intended use.

DESCRIPTION STOCK NO.

1224 Standard 3-Mode Continuous
1225 Standard 2-Mode Continuous
1220 High Continuous
1227 Low Continuous
1246 Standard Surgical/Free-Flow
1247 High Surgical/Free-Flow
1251 Intermittent Suction Unit (ISU)
1252 Posi-Pulse ISU
1276 Thoracic

224-2919
225-2920
226-2921
227-2922
227-2923
247-2924
251-2925
252-2926
275-2927

   Ohio Vacuum Regulator Blocks
   (channel mount)
Each block includes: A gas-specific male DISS supply fitting to be 
connected to the source outlet via hose assembly, ordered separately.

SINGLE
SIDE

PORT
PORT
PORT
PORT
PORT
PORT
PORT
PORT
PORT

RIGHT FRONT STOCK NO.

1224 Standard 3-Mode Continuous
1251 Intermittent Suction Unit (ISU)
1224 Standard 3-Mode Continuous

224-2828
251-2929
224-2930

DOUBLE
LEFT FRONT

1224 Standard 3-Mode Continuous
1251 Intermittent Suction Unit (ISU)
1251 Intermittent Suction Unit (ISU)

224-2930 shown here
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